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Company
Kanto is an exciting lifestyle brand with a variety of products designed to support our customers’ digital lifestyles. We manufacture audio visual mounting
solutions, high-quality bookshelf and digital media systems, home entertainment furniture, and a variety of audio, video and computer cables and accessories.

HOW DID WE GET STARTED?

WHAT SETS US APART AS A MANUFACTURER?

Kanto was founded in January of 2007. Many years of
experience designing and manufacturing OEM products
for large consumer electronics companies gave us the
passion and understanding needed to create the Kanto
brand. Today, that knowledge and passion, combined
with our team of dedicated engineers, designers, brand
managers, sales reps and support staff, is the driving
force behind our success.

Our approach to product development has always placed the highest priority on quality.
We take pride in everything we design and spend the time to properly develop each
product we release to the market. We now manufacture products in several categories,
ensuring the best possible experience for our customers’ audio and video needs. To
complement our product lines, we develop instructional and marketing materials to help
in the support and sales of our products. Our marketing team is dedicated to providing
up-to-date product manuals, spec sheets, installation videos and technical drawings for
commercial installs. These tools not only provide a visual reference to our end-consumers,
but also provide our retail and distribution partners with the tools they need to effectively
represent our products. We take a very active approach when it comes to establishing
relationships with our customers and to ensuring their product needs are cared for.

WHAT MAKES OUR CUSTOMER SERVICE GREAT?

WHAT ABOUT OUR STAFF?

Where most companies only promise superior customer service, we deliver it. Our mission
statement is:

Each and every member of the Kanto team represents
a consumer. None of us would be satisfied building
and selling a product that we ourselves wouldn’t enjoy
in our own home. Every member of our organization
plays a vital role in the development and success of
our company. Kanto has a team of staff members
with years of experience in customer service, sales,
product development, engineering and marketing.
Entrepreneurs at heart, every one of us is passionate
about what we do, who we are, and where we’re going.

“Create a product and customer experience that sets us apart as a consumer electronics
manufacturer, one that reflects favourably upon the integrity and reputation of our retail
and distribution partners.”
Because of this, Kanto has much higher than normal standards when it comes to customer
service and support. We stand by our products and are determined to ensure complete
satisfaction throughout all our channels and end-users. There is always someone ready to
answer your questions.

Contact
KANTO
2390 Canoe Ave.
Coquitlam, BC V3K 6C2
Canada

T: 778-284-6942
TF: 888-848-2643
F: 778-284-6945

PRODUCT SUPPORT

MEDIA CONTACT & MARKETING

BUSINESS DEVELOPMENT

SALES INQUIRES

support@kantoliving.com

marketing@kantoliving.com

business@kantoliving.com

sales@kantoliving.com

TECHNICAL ILLUSTRATIONS

Immerse
yourself
in sound
AUDIO
Kanto sets the standard for clarity, quality, and style. Our premium speaker systems
feature multiple input source options, built-in Bluetooth capability, and powerful
subwoofers. With a focus on design and next-level integration, Kanto audio products
offer users seamless compatibility across digital platforms. Building on the foundation
of success of our earlier models, Kanto is committed to creating the sound
of the your digital lifestyle™
Supporting
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future.
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DIGITAL STEREO SYSTEM

Liberate your music.
Delivering the power you crave with clarity you deserve, the
YARO2 amplifier and speaker set produces sound so rich and
balanced you’ll be surprised how little space it takes up. Backed
by a Class D amplifier pumping out 120W of peak power, the
YARO2 speakers faithfully deliver everything your music has
to offer. This compact audio solution comes equipped with
automatic standby and power-up modes and a wide range of
connectivity, providing an uninhibited listening experience. All you
have to do is sit back and enjoy your favorite tunes.

SPECIFICATIONS
Tweeter
		
Woofers

1 inch poke resistent
Silk Dome
3.5 inch Paper Cone

Nominal Impedance

4 Ohm

Amplifier Type

Class D

Power Output
		
Sensitivity 1W/1m
Input Sensitivity
Total Harmonic Distortion
Frequency Response

120W Peak Power		
(60 Watts Total RMS)
86 dB
450 mV
< 0.1%
60 Hz - 20 kHz

Inputs 1 x 3.5mm stereo mini-jack
		AUX
		 1 x USB DAC
		
Outputs
		

1 x Optical (TOSLINK)
1 x Subwoofer
1 x 3.5 mm stereo mini-jack

Connections
		

Left and Right Knurled
Binding Posts

Input Voltage / Frequency
		

AC 100V - 240V 50/60 Hz
(auto switching)

Standy Power Consumption < 0.5 W
Remote

Included

Dimensions (amplifier)
		

6.4” W x 7” D x 2.2” H
(16.3 x 17.9 x 5.5 cm)

Dimensions (each speaker)
		

6.4” W x 7” D x 8.7” H
(16.3 x 17.9 x 22.2 cm)

Net Weight (amplifier)
Net Weight (speakers)
Gross Weight
Shipping box dimensions
		

1.5 lb (0.7 kg)
12.4 lb (5.6 kg)
19.2 lb (8.7 kg) (boxed set)
16.7” x 9.8” x 15.9”
(42.5 x 25 x 40.5 cm)

ENHANCED CONNECTIVITY

Along with a 3.5mm AUX input, the YARO2
amplifier’s high performance 24-bit DAC allows
you to connect your digital devices via USB
or Optical for truly exceptional sound. For
those wanting to really feel the bass, connect a
subwoofer via the SUB OUT port.

TECHNICAL ILLUSTRATIONS
6.4”
(163mm)

7”
(179mm)

6.4”
(163mm)

8.7”
(222mm)

With acoustic-grade MDF cabinets, 3.5” paper
cone drivers and 1” silk-dome tweeters, the
YARO2 speakers deliver wonderfully natural
and detailed sound.

2.2”
(55mm)

REMARKABLE SOUND

7”
(179mm)

CONVENIENT REMOTE

Equipped with volume, input, tone and
balance controls, the YARO2 remote gives you
full control over your audio. It also features
playback buttons, allowing you to pause and
skip tracks when the USB input is being used.

EASY SETUP

YARO2 features high quality binding posts
for a quick and simple setup. This standard
wiring system gives you the freedom to choose
exactly how much speaker wire is used in
order to keep cable clutter to a minimum.

SIMPLE INTERFACE

AUX Input

USB Input

Sub Output

Any Device

Headphone Jack Optical Input

The YARO2 amplifier’s user-friendly interface
features a single knob. Simply rotate for
volume, push the knob in to cycle through the
three inputs, or push and hold for two seconds
to activate and deactivate standby mode.

Versatile Wiring

Remote

DISCREET DESIGN

Complete with a black piano-gloss finish, the
YARO2 amplifier and speakers were designed
to look as great as they sound.
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AMPLIFIERS

Liberate your music.
Delivering the power you crave with clarity you deserve, the
YARO2 amplifier produces sound so rich and balanced you’ll be
surprised how small it is. Pumping out 140W of peak power, this
class D amplifier ensures you get the most out of your audio. Its
compact size, range of connectivity and automatic standby and
power-up features provide an uninhibited listening experience,
giving you the freedom to sit back and enjoy your favorite tunes.

SPECIFICATIONS
Nominal Impedance

4 Ohm

Outputs

Amplifier Type

Class D

		

Power Output
		
Sensitivity 1W/1m
Crossover Frequency:

Left and Right Knurled
Binding Posts

86 dB

AC 100V - 240V 50/60 Hz
(auto switching)

2.3 kHz
2-way

Input Sensitivity

450 mV

Frequency Response

< 0.1%
20 Hz - 20 kHz

Inputs 1 x 3.5mm stereo mini-jack
		AUX
		 1 x USB DAC
		

1 x 3.5 mm stereo mini-jack

140W Peak Power 		
Connections
(70 Watts Total RMS)
		

Crossover Type:
Total Harmonic Distortion

1 x Subwoofer

1 x Optical (TOSLINK)

Input Voltage / Frequency
		

Standy Power Consumption < 0.5 W
Remote
Dimensions
		

Included
6.4” W x 7” D x 2.2” H
(16.3 x 17.9 x 5.5 cm)

Net Weight

1.5 lbs (0.7 kg)

Gross Weight

3.7 lbs (1.7 kg)

Shipping box dimensions
		

16.7” x 9.8” x 5.3”
(42.5 x 25 x 13.5 cm)

Along with a 3.5mm AUX input, the YARO2’s
high performance 24-bit DAC allows you to
connect your digital devices via USB or Optical
for truly exceptional sound. For those wanting
to really feel the bass, connect a subwoofer via
the SUB OUT port.

DISCREET DESIGN

With a footprint of less than 7x7 inches, YARO2
takes up remarkably little space. Its black
finish and minimalistic design allows it to fit
seamlessly with the rest of your devices.

TECHNICAL ILLUSTRATIONS
6.4”
(163mm)

2.2”
(55mm)

ENHANCED CONNECTIVITY

7”
(179mm)

CONVENIENT REMOTE

Equipped with volume, input, tone and
balance controls, the YARO2 remote gives you
full control over your audio. It also features
playback buttons, allowing you to pause and
skip tracks when the USB input is being used.

EASY SETUP

YARO2 features high quality binding posts
for a quick and simple setup. This standard
wiring system gives you the freedom to choose
exactly how much speaker wire is used in
order to keep cable clutter to a minimum.

AUX Input

USB Input

Sub Output

Any Device

Headphone Jack Optical Input

SIMPLE INTERFACE

YARO2’s user-friendly interface features a
single knob. Simply rotate for volume, push the
knob in to cycle through the three inputs, or
push and hold for two seconds to activate and
deactivate standby mode.

Versatile Wiring

Remote

HEADPHONE JACK

Isolate yourself from external noise by
plugging your headphones into the 3.5mm
port, conveniently located on the front of the
YARO2.
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POWERED DESKTOP SPEAKERS

Listen and Believe.
Proudly designed in Canada, the YU2 desktop mini-monitor will
make you believe that big sound can come in a small package.
With its built-in soundcard, it can stream high-quality audio
directly from your computer’s USB port, or connect directly to
any 3.5mm AUX jack for maximum input flexibility. 3” composite
drivers ensure a distortion-free bass and midrange, while the
3/4” silk dome tweeters effortlessly produce scintillating highs. A
specially tuned bass-port on the rear extends the low end while
keeping airflow away from your active workspace. If deep bass is
your thing, simply connect a subwoofer to the SUB OUT port and
revel in pure low-end bliss. Available in matte or gloss finishes to
personalize your space.

SPECIFICATIONS
Tweeters
Woofers
Nominal Impedance
Sensitivity 1W/1m

3/4 inch Silk Dome
3 inch composite
4 Ohm
84 dB

Amplifier Type

Class D

Input Sensitivity

450 mV

Power Output

100W Peak Power

		

(50 Watts Total RMS)

Total Harmonic Distortion

< 0.1%

Crossover System

2-way

Crossover Frequency
Frequency Response
Inputs
		
		

2.5 kHz
80 Hz - 20 kHz
1 x 3.5mm stereo
mini-jack AUX
1 x USB Audio

Outputs

1 x Subwoofer

Speaker Terminals
		

Active to Passive Knurled 		
speaker binding post

Input Voltage / Frequency
		

AC 100V - 240V 50/60 Hz
(auto switching)

Standby Power Consumption

< 0.5 W

Dimensions (each speaker)
		

3.9” W x 5.3” D x 5.9” H
(10 x 13.5 x 15 cm)

Net Weight (active)

3.1 lbs (1.4 kg)

Net Weight (passive)

2.9 lbs (1.3 kg)

Gross Weight

9 lbs (4.1 kg) (boxed pair)

Shipping Box Dimensions

13.6” x 8.7 x 8.3”

		

(34.5 x 22 x 21 cm)

AVAILABLE
GLOSS
COLOURS

GLOSS
BLACK

GLOSS
TEAL

GLOSS
WHITE

GLOSS
RED

MATTE
BLACK

MATTE
GREY

MATTE
WHITE

MATTE
GREEN

GLOSS GLOSS
BLUE
GREY

AVAILABLE
MATTE
COLOURS

MATTE BAMBOO
YELLOW

SILK DOME TWEETERS

YU2 features 3/4” silk dome tweeters to deliver
clear crisp highs.

TECHNICAL ILLUSTRATIONS

3.9”
(100mm)

5.3”
(135mm)

COMPOSITE DRIVERS

5.9”
(150mm)

The 3” composite drivers provide distortionfree, mid-range and bass tones - surprising
performance for such a small speaker.

INPUTS AND OUTPUTS

Use the AUX input with the included Kanto 3.5mm
cable to connect any device with a headphone jack
to your YU2. Lighten the load on your computer’s
CPU by connecting directly to YU2’s built-in DAC
via a USB cable for a fully digital, high-quality audio
connection. If you want a little more kick, connect a
powered subwoofer to the SUB OUT port.
.

REAR BASS PORT

YU2 has a rear bass port that has been
carefully designed and tuned to eliminate port
turbulence while extending bass response.

KNURLED BINDING POSTS

AUX Input

USB Input

Versatile Wiring

Sub Output

Any Device

Any Computer

The speaker connection from left to right
uses high quality knurled binding posts. This
standardized wiring system allows you to trim
the included premium speaker wire to the
desired length or purchase longer lengths for
more versatility.

ACCESSIBLE VOLUME KNOB

Tucked neatly out of the way at the top of your
active speaker, the smoothly rotating knob
doubles as a power switch.
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POWERED BOOKSHELF SPEAKERS

Be Surprised.
It is hard to believe all the power and connectivity we packed
into the YU3. Bridging the gap between desktop and bookshelf
speaker, YU3 makes no compromises with 120W of built-in Class
D amplifier power. 4” Kevlar® drivers and 1” silk dome tweeters
provide distortion-free sound fed by YU3’s impressive input
section. Featuring the same inputs as the larger YU5 - two optical
(TOSLINK) inputs, integrated BluetoothTM 4.0 with Qualcomm®
aptX™ audio for wireless streaming, an RCA port and a 3.5mm
AUX jack input - YU3 is ready for anything. Easily add a subwoofer
to your system with the sub-out port, and ensure your mobile
devices are always ready to go with the USB charging port.

SPECIFICATIONS
Tweeters
Woofers
Nominal Impedance
Sensitivity 1W/1m
Amplifier Type
Power Output
		
Input Sensitivity
Total Harmonic Distortion
Crossover System

1 inch Silk Dome

Outputs

1 x Subwoofer

4 inch Kevlar®

		

1 x USB Charge 5V 1A

4 Ohm

Speaker Terminals
		

Active to Passive Knurled 		
speaker binding post

Input Voltage / Frequency
		

AC 100V - 240V 50/60 Hz
(auto switching)

Standby Power Consumption

< 0.5 W

85 dB
Class D
120W Peak Power 		
(60 Watts Total RMS)
550 mV
< 0.3%
2-way

Crossover Frequency

2.0 kHz

Frequency Response

60 Hz - 20 kHz

Inputs
		

1 x BluetoothTM 4.0 with 		
Qualcomm® aptX™

		

1 x 3.5mm mini-jack AUX

		

1 x RCA L/R

		

2 x Optical (TOSLINK)

Remote
Dimensions (each speaker)
		

Included
5.5” W x 7.5” D x 8.6” H
(14 x 19 x 22 cm)

Net Weight (active)

6.8 lbs (3.1 kg)

Net Weight (passive)

5.2 lbs (2.4 kg)

Gross Weight

AVAILABLE
GLOSS
COLOURS

16.1 lbs (7.3 kg) (boxed pair)

Shipping Box Dimensions

16.1” x 12” x 11”

		

(41 x 31 x 28 cm)

GLOSS
BLACK

GLOSS
TEAL

MATTE
GREY

MATTE
GREEN

GLOSS
WHITE

AVAILABLE
MATTE
COLOURS

MATTE MATTE
YELLOW BLACK

MATTE
WHITE

SILK DOME TWEETERS

YU3 features 1” silk dome tweeters to deliver
clear crisp highs.

TECHNICAL ILLUSTRATIONS

5.5”
(140mm)

7.5”
(190mm)

KEVLAR® DRIVERS

8.6”
(220mm)

The 4” Kevlar® drivers provide well-balanced
mid-range and bass tones - clean reproduction
of vocals and instruments, with surprising bass
for their size.

INPUTS AND OUTPUTS

YU3 features five input choices, including two
Optical TOSLINK ports and Bluetooth™ with
Qualcomm® aptX™. If you want a little more
kick, connect a powered subwoofer to the SUB
OUT port.

KNURLED BINDING POSTS

Speaker connections from Active (LEFT) to
Passive (RIGHT) use high quality knurled
binding posts. This standardized wiring system
allows you to trim the included premium
speaker wire to the desired length or purchase
longer lengths for more versatility.

AUX Input

Optical Input

USB Charging

RCA Input

Sub Output

Any Computer

Bluetooth

Remote

REMOTE CONTROL

Kanto’s latest remote provides easy access to
input, volume, tone and balance settings, and
will also control your Bluetooth™ device.

CONTROL KNOB

YU3’s user interface features a single knob simply rotate for volume, push the knob in to
cycle through the 5 inputs, or push and hold
for 2 seconds to enter or leave Standby Mode.

Qualcomm aptX is a product of Qualcomm Technologies International, Ltd.
Qualcomm is a trademark of Qualcomm Incorporated, registered in the United States and other countries, used with
permission. aptX is a trademark of Qualcomm Technologies International, Ltd., registered in the United States and other
countries, used with permission.
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POWERED BOOKSHELF SPEAKERS

Hi-Fi for All.
The YU5 is our top-of-the-line YU-series bookshelf speaker.
Armed with Optical TOSLINK, BluetoothTM 4.0 with Qualcomm®
aptX™ audio for wireless streaming, RCA and 3.5mm AUX inputs,
the YU5 is ready to unleash your favorite music no matter what
source you use. Outputting 160W peak power via its powerful
Class D amp, it delivers crystal-clear sound through its 5.25”
Kevlar® woofers and 1” silk dome tweeters. Proudly designed in
Canada, the YU5 is enclosed in hand-built acoustic MDF cabinets
available in smooth matte or vibrant piano gloss finishes.

SPECIFICATIONS
Tweeters

1 inch Silk Dome

Woofers

5.25 inch Kevlar®

Nominal Impedance
Sensitivity 1W/1m

1 x USB Charge 5V 1A

87 dB

Speaker Terminals
		

Active to Passive Knurled 		
speaker binding post

Input Voltage / Frequency
		

AC 100V - 240V 50/60 Hz
(auto switching)

Class D

Power Output

160W Peak Power

Input Sensitivity
Total Harmonic Distortion
Crossover System

(80 Watts Total RMS)
550 mV
< 0.3%
2-way

Crossover Frequency

2.0 kHz

Frequency Response

50 Hz - 20 kHz

Inputs

1 x Subwoofer

		

Amplifier Type
		

Outputs

4 Ohm

1 x 3.5mm mini-jack AUX

		

1 x RCA L/R

		

2 x Optical (TOSLINK)

		
		

1 x BluetoothTM 4.0 with 		
Qualcomm® aptX™

Standby Power Consumption < 0.5 W
Remote

Included

Dimensions (each speaker) 6.9” W x 8.4” D x 10.7” H
		 (17.5 x 21.5 x 27.2 cm)
Net Weight (active)

9.4 lbs (4.3 kg)

Net Weight (passive)

7.8 lbs (3.5 kg)

Gross Weight

22.5 lbs (10.2 kg) (boxed pair)

Shipping box dimensions

19.3” x 14” x 12.1”

		

(49 x 35.5 x 30.8 cm)

AVAILABLE
GLOSS
COLOURS

GLOSS
BLACK

GLOSS
TEAL

GLOSS
WHITE

MATTE
BLACK

MATTE
GREY

MATTE
GREEN

AVAILABLE
MATTE
COLOURS

MATTE
WHITE

MATTE
YELLOW

SILK DOME TWEETERS

YU5 features 1” silk dome tweeters to deliver
clear crisp highs. Scintillating sound.

TECHNICAL ILLUSTRATIONS

6.9”
(175mm)

8.4”
(215mm)

KEVLAR® DRIVERS

10.7”
(272mm)

The 5.25” Kevlar® drivers provide wellbalanced mid-range and bass tones for overall
sound quality that faithfully reproduces your
favorite music.

INPUTS AND OUTPUTS

YU5 features five input choices, including
two optical inputs and Bluetooth™ 4.0 with
Qualcomm® aptX™. If you are looking for more
low-end, connect a powered subwoofer to the
SUB OUT port.

KNURLED BINDING POSTS

Speaker connections from Active (LEFT) to
Passive (RIGHT) use high quality knurled
binding posts. This standardized wiring system
allows you to trim the included premium
speaker wire to the desired length or purchase
longer lengths for more versatility.

AUX Input

Optical Input

USB Charging

RCA Input

Sub Output

Any Computer

Bluetooth

Remote

REMOTE CONTROL

Kanto’s latest remote provides easy access to
input, volume, tone and balance settings, and
will also control your Bluetooth™ device.

CONTROL KNOB

YU5’s simple user interface features a single
knob - simply rotate for volume, push the
knob in to cycle through the 5 inputs, or push
and hold for 2 seconds to activate/deactivate
standby mode.

Qualcomm aptX is a product of Qualcomm Technologies International, Ltd.
Qualcomm is a trademark of Qualcomm Incorporated, registered in the United States and other countries, used with
permission. aptX is a trademark of Qualcomm Technologies International, Ltd., registered in the United States and other
countries, used with permission.
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POWERED BOOKSHELF SPEAKERS

Passion Delivers Performance.
Style and substance meet in the YUMI powered bookshelf speaker.
Kanto’s flagship audio solution is proudly designed in Canada and
features hand-built acoustic-wood cabinets packed to the brim with
flexible input options, high-fidelity components, and serious sonic
punch. A powerful Class A/B amplifier powers the 5” composite drivers,
letting you crank the volume without worrying about distortion, while
the 1” silk dome tweeters keep the highs tight and clear. Featuring two
optical (TOSLINK) inputs, integrated BluetoothTM 4.0 with Qualcomm®
aptX™ audio for wireless streaming, plus analog RCA and 3.5mm AUX
inputs, you will never have to worry about finding the right connection
to your sound. With matte or gloss finish options, there’s a YUMI that’s
right for everyone.

SPECIFICATIONS
Tweeters

1 inch Silk Dome

Woofers

5 inch composite

		 1 x USB Charge 5V 1A

6 Ohm

Speaker Terminals Active to Passive Knurled 		
		 speaker binding post

Nominal Impedance
Sensitivity 1W/1m

87 dB

Amplifier Type

Class AB

Power Output

120W Peak Power

		
Input Sensitivity

(60 Watts Total RMS)
350 mV

Total Harmonic Distortion < 0.7%
Crossover System

2-way

Crossover Frequency

2.0 kHz

Frequency Response

60 Hz - 20 kHz

Inputs 1 x BluetoothTM 4.0 with 		
		 Qualcomm® aptX™
		 1 x 3.5mm mini-jack AUX
		 1 x RCA L/R
		 2 x Optical (TOSLINK)

Outputs

1 x Subwoofer

Input Voltage / Frequency 120V 60 Hz /240V 50 Hz
		
(manually switchable)

Standby Power Consumption < 0.5 W
Remote

Included

Dimensions (each speaker) 6.9” W x 8.1” D x 10.7” H
		 (17.5 x 20.5 x 27.2 cm)
Net Weight (active)
Net Weight (passive)
Gross Weight
Shipping box dimensions

14 lb (6.5 kg)

AVAILABLE
GLOSS
COLOURS
GLOSS
BLACK

9.2 lb (4.2 kg)
26.5 lb (12 kg) (boxed pair)
18.8” x 14” x 11.4”

		 (48 x 36 x 29 cm)

GLOSS
WHITE

GLOSS
RED

MATTE
WHITE

MATTE
GREY

AVAILABLE
MATTE
COLOURS
MATTE
BLACK

GLOSS
PURPLE

GLOSS
BLUE

GLOSS
GREY

SILK DOME TWEETERS

YUMI features 1” silk dome tweeters to deliver
clear crisp highs.

TECHNICAL ILLUSTRATIONS

6.9”
(175mm)

8.4”
(215mm)

COMPOSITE DRIVERS

10.7”
(272mm)

The 5” composite drivers provide distortionfree mid-range and deep bass that faithfully
reproduces your favorite music.

INPUTS AND OUTPUTS

YUMI features five input choices, including two
Optical TOSLINK ports and Bluetooth™ with
Qualcomm® aptX™. If you are looking for more
low-end, connect a powered subwoofer to the
SUB OUT port.

REAR BASS PORT

YUMI has a 2” rear bass port that has been
carefully designed and tuned to eliminate port
turbulence while extending bass response.

AUX Input

Optical Input

USB Charging

RCA Input

Sub Output

Any Computer

Bluetooth

Remote

KNURLED BINDING POSTS

The speaker connection from Active (LEFT)
to Passive (RIGHT) uses high quality knurled
binding posts. This standardized wiring system
allows you to trim the included premium
speaker wire to the desired length or purchase
longer lengths for more versatility.

CONTROL KNOB

YUMI’s simple user interface features a single
knob positioned in the upper right corner of
the Active speaker. Simply rotate for volume or
push the knob in to cycle through the 5 inputs.

Qualcomm aptX is a product of Qualcomm Technologies International, Ltd.
Qualcomm is a trademark of Qualcomm Incorporated, registered in the United States and other countries, used with
permission. aptX is a trademark of Qualcomm Technologies International, Ltd., registered in the United States and other
countries, used with permission.
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POWERED SUBWOOFER

U
Bass you can Feel.
sub6 is a sealed box, front-firing subwoofer offering 80W of
powerful bass extension. A precise low-pass filter makes sub6 a
perfect match with any Kanto speaker, allowing you to dial in the
perfect cut-off frequency. Its 6” paper cone driver enables true
sub-bass reproduction with low-end that has real weight. Phase
adjustment, power saving auto-off and full L/R line level input
round out this compact package.

SPECIFICATIONS
Woofer
Nominal Impedance
Sensitivity 1W/1m

6 inch Paper Cone Driver
4 Ohm
86 dB

Amplifier Type

Class D

Power Output

80 Watts

Input Sensitivity
Total Harmonic Distortion

100 mV
< 0.3%

Frequency Response

35 Hz - 165 Hz

Low-Pass Filter

40 Hz - 120 Hz

Phase Switch
Input

0° and 180°
1 x RCA L/R Line Level

Input Voltage / Frequency AC 100V - 240V 50/60 Hz
		
(auto switching)

Standby Power Consumption < 0.5 W
Dimensions
		
Net Weight
Gross Weight
Shipping box dimensions
		

8.7” W x 8.7” D x 9.6” H
(22 x 22 x 24.5 cm)
11 lbs (5 kg)
14.7 lbs (6.7 kg) (boxed)
13” x 12” x 12”
(33.6 x 30.5x 30.5 cm)

AVAILABLE
GLOSS
COLORS

GLOSS
BLACK
AVAILABLE
MATTE
COLORS

MATTE
GREY

GLOSS
WHITE

CONTROLS

Every space is different. Precise dials for
volume and cut-off frequency offer exacting,
responsive control that lets you shape your
bass to fit the unique character of your room.

TECHNICAL ILLUSTRATIONS

.

8.7”
(220mm)

8.7”
(220mm)

Although designed to be a perfect match with
Kanto speakers, sub6 features stereo inputs
allowing use with any source. Anything from
vintage stereo receivers to high-end amplifiers
with stereo sub output can be connected,
so you don’t have to sacrifice quality for
convenience.

FEET

Solid rubber feet keep sub6 firmly planted
on any surface. Isolating the housing from
the surrounding environment allows for
unmatched clarity and separation from lowermid frequencies, and reduces vibration.

9.6”
(245mm)

STEREO INPUTS

ACOUSTIC MDF

sub6’s acoustic MDF enclosure is engineered to
reduce undesired resonance and reverberation
inside the box, providing clean, uncolored
sound.

DESIGN

sub6 is available in black, gray and white in
your choice of smooth matte or glossy piano
finish.

Kanto Speakers

Sub Output

Reciever

Amplifier

Crossover

Phase Control

GRILLE

sub6 features a specially designed grille that
protects the driver from impact and dust while
allowing sound to travel through with minimal
diffraction.
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POWERED SUBWOOFER

U
Bass you can Feel.
sub8 is a sealed box front-firing subwoofer offering 120W
of powerful bass extension, perfect for music or home
theater. A precise low-pass filter makes sub8 a perfect match
with any Kanto speaker, allowing you to dial in the perfect
cutoff frequency. Its 8” paper cone driver enables true subbass reproduction with low-end that has real weight. Phase
adjustment, power saving auto-off and full L/R line level input
round out this high-performance package.

SPECIFICATIONS
Woofer
Nominal Impedance
Sensitivity 1W/1m

8 inch Paper Cone Driver
4 Ohm
88 dB

Amplifier Type

Class D

Power Output

120 Watts

Input Sensitivity
Total Harmonic Distortion

100 mV
< 0.3%

Frequency Response

35 Hz - 175 Hz

Low-Pass Filter
Phase Switch

40 Hz - 120 Hz
0° and 180°

Input

1 x RCA L/R Line Level

Input Voltage / Frequency AC 100V - 240V 50/60 Hz
		
(auto switching)

Standby Power Consumption < 0.5 W
Dimensions
		
Net Weight
Gross Weight
Shipping box dimensions
		

11” W x 11” D x 11.9” H
(28 x 28 x 30.3 cm)
16.5 lbs (7.5 kg)
21.2 lbs (9.6 kg) (boxed)
15.6” x 14.4” x 14.4”
(39.6 x 36.5 x 36.5 cm)

AVAILABLE
GLOSS
COLOURS

GLOSS
BLACK

GLOSS
WHITE

AVAILABLE
MATTE
COLOURS

MATTE
GREY

MATTE
BLACK

CONTROLS

Every space is different. Precise dials for
volume and cut-off frequency offer exacting,
responsive control that lets you shape your
bass to fit the unique character of your room.

TECHNICAL ILLUSTRATIONS
11”
(280mm)

11”
(280mm)

Although designed to be a perfect match with
Kanto speakers, sub8 features stereo inputs
allowing use with any source. Anything from
vintage stereo receivers to high-end amplifiers
with stereo sub output can be connected,
so you don’t have to sacrifice quality for
convenience.

11.9”
(303mm)

STEREO INPUTS

FEET

Solid rubber feet keep sub8 firmly planted
on any surface. Isolating the housing from
the surrounding environment allows for
unmatched clarity and separation from lowermid frequencies, and reduces vibration.

ACOUSTIC MDF

sub8’s acoustic MDF enclosure is engineered to
reduce undesired resonance and reverberation
inside the box, providing clean, uncolored
sound.

DESIGN

Kanto Speakers

Sub Output

Reciever

Amplifier

Crossover

Phase Control

sub8 is available in black, grey and white in
your choice of smooth matte or glossy piano
finish.

GRILLE

sub8 features a specially designed grille that
protects the driver from impact and dust while
allowing sound to travel through with minimal
diffraction.
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POWERED SUBWOOFER

YURI

POWERED SUBWOOFER

Brace yourself.
Powered by a dedicated class AB amplifier, YURI’s custom designed,
downward-firing woofer produces dramatic low-frequency effects for a
truly immersive cinematic experience. Its specially tuned front port and
internally braced, acoustic-grade MDF cabinet guarantee detailed bass
response with every thunderous rumble and chest-thumping explosion.
Along with a phase switch and a precision low-pass filter to ensure
seamless integration with your preexisting system, a single RCA connection
is all that is needed to add a whole new depth of sound to your home
theater.

SPECIFICATIONS
Woofer

8” Long-throw Driver

Amplifier Type

Class AB		

Power Output

120 Watts Peak (60W RMS)

Input Sensitivity
Total Harmonic Distortion

100 mV
< 0.1%

Frequency Range

30 Hz - 150 Hz

Low-Pass Filter
Phase Switch

40 Hz - 180 Hz
0° and 180°

Input

1 x RCA Mono Line Level

Input Voltage / Frequency
		
		

110-120VAC~60Hz 		
220-240VAC~50Hz
(manually switching)

Standby Power Consumption < 0.5 W
Dimensions
		
Net Weight
Gross Weight
Shipping box dimensions
		

10.6” W x 13.7” D x 12.2” H
(27 x 35 x 31 cm)
21.6 lb (9.8 kg)
24.2 lb (11 kg) (boxed)
16.7” x 13.5” x 16.2”
(42.4 x 34.4 x 41.2 cm)

AVAILABLE
COLORS

MATTE
BLACK

CUSTOM DESIGNED WOOFER

YURI features a downward-firing, 8” long-throw
woofer with a 1.5” high-temperature coil and
santoprene surround.

TECHNICAL ILLUSTRATIONS
10.6” (270 mm)

13.7” (350 mm)

FLEXIBLE CONTROLS

Seamlessly integrate the power of YURI into
your preexisting audio system with a precision
low-pass filter and phase switch.
12.2”
(310 mm)

EASY PLACEMENT

YURI’s dual-flared front port allows it to be
placed practically anywhere without having to
worry about restricting air flow.

MDF CONSTRUCTION

Acoustic grade MDF construction helps
eliminate distortion to deliver clean, detailed
bass.

RCA Input

Crossover

Phase Control

EASY INTEGRATION

Adding YURI to your home theatre system is as
easy as plugging in a single RCA cable.

ADJUSTABLE FLOOR SPIKES
YURI’s adjustable floor spikes ensure it
remains firmly planted on both carpet and
hardwood flooring.
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PASSIVE SPEAKERS

Passion Delivers Performance.
Treat your ears to a superior auditory experience by integrating the highquality sound of YUMI into your preexisting sound system. Built with the
same 5” composite drivers and 1” silk dome tweeters as their powered
counterparts, these passive speakers can be easily combined with any
stand-alone amplifier to bring crystal clear, captivating sound to your
living space. YUMI Passive speakers are constructed from acoustic grade
MDF, and with 5 stunning colours to choose from, your ears won’t be the
only ones that enjoy having them around.

SPECIFICATIONS
Tweeters

1 inch Silk Dome

Woofers

5 inch composite

Nominal Impedance
Sensitivity 1W/1m

6 Ohm
87 dB

Total Harmonic Distortion < 0.7%
Frequency Response

60 Hz - 20 kHz

Speaker Terminals Active to Passive Knurled 		
		 speaker binding post
Dimensions (each speaker) 6.9” W x 8.1” D x 10.7” H
		 (17.5 x 20.5 x 27.2 cm)
Net Weight
Gross Weight
Shipping box dimensions

18 lbs (8.2 kg) (both speakers)

AVAILABLE
GLOSS
COLOURS
GLOSS
BLACK

20.3 lbs (9.2 kg) (boxed pair)
18.8” x 14” x 11.4”

		 (48 x 36 x 29 cm)

GLOSS
BLUE

AVAILABLE
MATTE
COLOURS
MATTE
BLACK

MATTE
WHITE

GLOSS
GREY

SILK DOME TWEETERS

YUMI Passive features 1” silk dome tweeters to
deliver clear crisp highs.

TECHNICAL ILLUSTRATIONS

6.9”
(175mm)

8.1”
(205mm)

The 5” composite drivers provide distortionfree mid-range and deep bass that faithfully
reproduces your favorite music.

10.7”
(272mm)

COMPOSITE DRIVERS

REAR BASS PORT

YUMI Passive has a 2” rear bass port that
has been carefully designed and tuned to
eliminate port turbulence while extending bass
response.

KNURLED BINDING POSTS

YUMI Passive uses high quality knurled binding
posts. This standardized wiring system allows
you to customize the length of speaker wire for
versatility in your home.

ACOUSTIC MDF CABINETS

Hand built with acoustic grade MDF, YUMI
Passive offers the best in audio casing.
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PASSIVE SPEAKERS

BEN
Design Element!

That’s the best way to describe these solid cubic gems. These
great-sounding 5” coaxial speakers deliver incredible detail, and
come in a range of colors to suit your decor. The matte finish on
our black, white, blue and orange speakers is rich and subtle, and
the piano gloss black and red POP! Try mixing and matching your
pair today.
Acoustic grade MDF construction, 5” composite driver and 1”
titanium dome tweeter combine for solid sound. These 4 Ohm
speakers will handle 42W peak power. BEN is ideal for bookshelf
installations, and includes M8 threads on the back so you can
wall mount them with the Kanto SWB100 (sold separately).

SPECIFICATIONS
Tweeter 1 inch Titanium Dome
		high-frequency
Woofers
Nominal Impedance
Sensitivity 1W/1m

5 inch composite
4 Ohm
88 dB

Crossover Response:

3.0 kHz

Frequency Response

45 Hz - 20 kHz

Recommended
Amplifier Power:
Maximum Output:

42 Watts Peak (30W RMS)
105 dB

Connections
		

Active to Passive Knurled 		
speaker binding post

Mounting
		

M8 insert nut
centered on rear

Dimensions
		

7.1” W x 7.1” D x 7.1” H
(18 x 18 x 18 cm)

Net Weight (both)

12.1 lbs (5.5 kg)

Gross Weight

14.4 lbs (6.5 kg)

Shipping box dimensions
		

18.3” x 9.8” x 9.7”
(46.5 x 24.8 x 24.7 cm)

TECHNICAL ILLUSTRATIONS
BLACK MATTE

7.1”
(180mm)

7.1”
(180mm)

ORANGE MATTE

7.1”
(180mm)

BLUE MATTE

RED GLOSS

WHITE MATTE
Versatile Wiring

BLACK GLOSS
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SPEAKER STAND

TECHNICAL ILLUSTRATIONS

S2

16 DEGREE VERTICAL TILT

Each S2 stand provides 16° of tilt, providing an ideal
angle for your desktop speakers to improve your
listening.

FOAM PADDING

S2 stands come with foam padding on the
top and bottom to help grip your speakers
securely, protect their finish, and absorb
speaker vibration.

Elevate your music.
S2 speaker stands are the perfect addition to your desktop
speaker setup. With 16° of vertical tilt, S2 stands ensure that you
experience the full range of frequencies your speakers have to
offer. Constructed out of aluminum, these solid stands include
foam padding that grip and protect your speakers, and absorb
vibration when you have your music cranked up loud.

REAR SUPPORT

The foam lined rear support keeps your
desktop speakers secure and in place.

SOLID ALUMINUM STRUCTURE
Made from aluminum, S2 stands are built to hold
small desktop speakers like YU2.

TWO COLOUR CHOICES

S2 stands are offered in powder-coated black
or white to match or create contrast for your
desktop speaker setup.

SPECIFICATIONS
Recommended Speaker
Vertical Tilt
Speaker base minimum
Stand Dimensions
		
Net Weight (both)

YU2
16°
2.75” W x 4” D (7 x 10 cm)

PERFECT FIT WITH YU2
Shipping Box
		
Gross Weight

9.1” x 6.4” x 3.4”
(23.2 x 16.2 x 8.7 cm)
0.7 lbs (0.3 kg)

3.9” W x 5.3” D x 1.3” H

UPC Black

800152714745

(9.9 x 13.5 x 3.3 cm)

UPC White

800152714752

0.3 lbs (0.1 kg)

S2 stands were designed with YU2 in mind,
allowing you to get the most out of your desktop
speakers.

Supporting
youryour
digital
lifestyle™
Supporting
digital
lifestyle™

www.kantoliving.com | sales@kantoliving.com

Kanto Living 2390 Canoe Avenue, Coquitlam, BC, V3K 6C2
office: 778.284.6942 | fax: 778.284.6945 | toll free: 888.848.2643

16-E

SPEAKER STAND

SP26
Elevate your music.

Get the most out of your bookshelf speakers with SP26. At just
over two feet tall, these low-profile stands elevate your speakers
to ensure even the most subtle sounds reach your ears. Their
solid steel structure provides ample stability, and significantly
reduces unwanted vibrations caused by lower frequencies. Each
stand has a hollow core to conceal unsightly speaker wires, and
includes both flat and spiked feet to accommodate carpet and
hardwood flooring.

SPECIFICATIONS
Recommended Speaker
Top Plate Dimension
Stand Dimensions
		
Net Weight (per stand)
Shipping Box
		
Gross Weight
UPC

YUMI or YU5
4.5” W x 7” D (11.5 x 18 cm)
8.9” W x 10.4” D x 26” H
(22.5 x 26.5 x 66 cm)
15.5 lbs (7 kg)
27.9” x 11” x 3.1”
(71 x 28 x 8 cm)
33.5 lbs (15.2 kg)
800152715247

SOLID STEEL STRUCTURE

Built from 15 lbs of solid steel, SP26 insulates your
speakers from the surrounding area, helping to
reduce vibrations and improve overall sound quality.

TECHNICAL ILLUSTRATIONS

7”

CABLE MANAGEMENT

The hollowed out support towers allow you to
route your power cable and speaker wires in a
clean and organized fashion.

41/2”

TOP PLATE

The top plate is 7” x 4.5”, designed to perfectly
fit YUMI and YU5. Foam pads on the plate
help keep your speakers in place, and provide
additional insulation to reduce unwanted
vibration.
26”

PINPOINT ISOLATION FOOTING

SP26 comes with pinpoint isolation feet to keep
your stands secure on carpet. Adjust the feet to
your desired height based on the thickness of your
carpet.

101/2”

METAL/FOAM ANTI-SKID FEET

For hard surfaces, use the foam-lined, metal antiskid feet to prevent scratching or damage to your
wood or tile flooring.
83/4”

PERFECT FIT WITH YUMI OR YU5
Designed with the YUMI and YU5 in mind, SP26
is the perfect addition to elevate and isolate your
speakers from their surroundings.
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